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Material Safety Data Sheet

SECTION 1:  PRODUCT INFORMATION

------------------------------------------------------------------------------------------------------------

PRODUCT NAME:  
ALPHASEAL 5200B

EMERGENCY TELEPHONE NO.:  800-424-9300

MANUFACTURER: 
Alpha Systems 


OTHER INFORMATION CALLS:  574-295-5206

                                   
5120 Beck Drive
                      
DATE PREPARED: 03/10/10
                                   
Elkhart, IN  46516

------------------------------------------------------------------------------------------------------------

SECTION 2:  HAZARDOUS INGREDIENTS/ IDENTITY

------------------------------------------------------------------------------------------------------------

Hazardous Component(s)

OSHA

ACGIH

Other Exposure

%
CAS

(Chemical & Common Name(s))

PEL

TLV

Limits



NO.

---------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------

Proprietary Tertiary Amine

Not Est

Not Est




<25
N/A

Proprietary Amine  


Not Est

Not Est




 <1
N/A

Polyol

 

Not Est.

Not Est.




<98
N/A

------------------------------------------------------------------------------------------------------------

HEALTH:2
FLAMMABILITY:1
REACTIVITY:1
         PERSONAL PROTECTIVE EQUIPMENT: B

------------------------------------------------------------------------------------------------------------

SECTION 3:  PHYSICAL & CHEMICAL CHARACTERISTICS

------------------------------------------------------------------------------------------------------------

BOILING POINT:  N/A


                            SPECIFIC GRAVITY (H2O = 1): 0.973

WEIGHT:  8.11 lbs/Gal




MELTING POINT:  N/A

VAPOR PRESSURE (mm Hg) N/A


EVAPORATION RATE (Butyl Acetate = 1): N/A

VAPOR DENSITY(AIR=1):  N/A

     

APPEARANCE AND ODOR:  Light brown liquid, slight amine odor

SOLUBILITY IN WATER:  Partially soluble


------------------------------------------------------------------------------------------------------------

SECTION 4:  FIRE & EXPLOSION DATA

------------------------------------------------------------------------------------------------------------

FLASH POINT:  > 201F

EXTINGUISHING MEDIA:  Foam, carbon dioxide, dry chemical, water fog.

SPECIAL FIRE FIGHTING PROCEDURES:  Turnout gear, SCBA

UNUSUAL FIRE AND EXPLOSION HAZARDS: Low hazard.

------------------------------------------------------------------------------------------------------------

SECTION 5:  PHYSICAL HAZARDS (REACTIVITY DATA)

------------------------------------------------------------------------------------------------------------

STABILITY:  Stable. Avoid high temperatures and freezing.

INCOMPATIBILITIES:  Alkalis, strong acids, alkaline earth metals, brass, copper.

HAZARDOUS DECOMPOSITION or BYPRODUCTS:  Carbon Dioxide, Carbon Monoxide, Nitrogen Oxides and other aliphatic fragments.

HAZARDOUS POLYMERIZATION: Will not occur.

ALPHASEAL 5200B

------------------------------------------------------------------------------------------------------------

SECTION 6:  HEALTH HAZARDS

------------------------------------------------------------------------------------------------------------
CHEMICAL LISTED AS CARCINOGEN OR POTENTIAL CARCINOGEN:


NATIONAL TOXICOLOGY PROGRAM:  No


I.A.R.C. MONOGRAPHS:  No


OSHA:  Not regulated

ROUTES OF ENTRY:


SKIN - Contact from liquid and aerosols (spray application). 

INHALATION -  Although MDI is low in volatility, an inhalation hazard can exist from MDI aerosols or vapors formed during heating, foaming or spraying.

INGESTION
HUMAN EFFECTS AND SYMPTOMS OF OVEREXPOSURE: Tertiary amine catalysts released from this mixture may induce 
nasal irritation, dizziness, fatigue, nausea or headache.  The concentration of amines in this product is low and should not

pose problems during normal processing.  Proper precautionary steps should be taken to maintain amine levels below 
irritating levels.


------------------------------------------------------------------------------------------------------------

SECTION 7:  EMERGENCY AND FIRST AID PROCEDURES

------------------------------------------------------------------------------------------------------------

EYES:  Flush with copius amount of water, preferably, lukewarm water for at least 15 minutes, holding eyelids open all the time.

  Refer individual to physician or ophthalmologist for immediate follow-up.

SKIN:  Remove contaminated clothing.  Wash affected skin thoroughly with soap and water.  For severe exposures, get under safety 
shower after removing clothing, then get medical attention.  For lesser exposures, seek medical attention if irritation develops

or persists after the area is washed.

INHALATION:  Move to an area free from risk of further exposure.  Administer oxygen or artificial respiration as needed.  Obtain

medical attention.  Asthmatic-type symptoms may develop and may be immediate or delayed up to several hours.  Consult 
physician should this occur.

INGESTION:  DO NOT INDUCE VOMITING.  Give 1 to 2 cups of milk or water to drink.  DO NOT GIVE ANYTHING BY MOUTH TO AN UNCONSCIOUS PERSON.  Consult physician.

------------------------------------------------------------------------------------------------------------

SECTION 8:  SPECIAL PRECAUTIONS AND SPILL/LEAK PROCEDURES

------------------------------------------------------------------------------------------------------------
STEPS TO BE TAKEN IN CASE MATRIAL IS RELEASED OR SPILLED: 

EMERGENCY :  CHEMTREC:  800-424-9300  

SEE SECTION 9 FOR PROTECTION MEASURES TO TAKE BEFORE COMING INTO CONTACT WITH THIS PRODUCT.

SMALL SPILL:  Absorb liquid with sawdust or floor absorbent.  Transfer material and all cleaning supplies to a suitable container for disposal.

LARGE SPILL:  Absorb liquid with sawdust or floor absorbent.  Transfer material and all cleaning supplies to a suitable container for disposal. Large quantities may be pumped into suitable container for disposal.

CONSULT FEDERAL, STATE, AND LOCAL REGULATIONS FOR WASTE DISPOSAL METHODS

TOTE OR DRUM LEAK:  TRANSFER CONTENTS TO A CLEAN, DRY, SEALED CONTAINER. IF MATERIAL IS RECOVERED WITHOUT CONTAMINATION, IT MAY BE USED.  IF MATERIAL IS CONTAMINATED, DISPOSE OF IN ACCORDANCE WITH FEDERAL, STATE, AND LOCAL ENVIRONMENTAL CONTROL REGUALTION.  INCINERATION IS THE PREFERRED METHOD.
------------------------------------------------------------------------------------------------------------

SECTION 9:  SPECIAL PROTECTION INFORMATION/CONTROL MEASURES

------------------------------------------------------------------------------------------------------------

RESPIRATORY PROTECTION:  NIOSH/OSHA approved organic respirator advised in the absence of ventilation.

VENTILATION:  Local exhaust required where amine concentrations exceed irritating levels.

EYE PROTECTION:  Goggles or safety glasses with side shields. 

ALPHASEAL 5200B

SKIN PROTECTION:  Permeation resistant gloves (neoprene, nitrile rubber, butyl rubber).  Protective clothing should be selected and used in accordance with “Guidelines for the Selection of Chemical Protective Clothing” published by ACGIH.

ADDITIONAL PROTECTIVE MEASURE:  As general industry practice, safety showers and eyewash stations should be available.  Educate and train employees in safe use of product.

------------------------------------------------------------------------------------------------------------

SECTION 10:  PRECAUTIONS FOR HANDLING AND STORAGE

------------------------------------------------------------------------------------------------------------

Keep containers cool and properly sealed. When stored indoors, store in a well  ventilated area.

The information contained herein is based on current knowledge and experience; no responsibility is accepted that the information is sufficient or correct in all cases. Users should consider this data only as a supplement to other information. Users should make independent determinations of suitability and completeness of information from sources to assure proper use and disposal of these materials, the safety and health of employees and customers, and the protection of the environment.

Transportation Information

Description: TBN POLYURETHANE NOI
National Motor Freight Classification (NMFC): 149980-6

Class: 55
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