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Technical Data Sheet

PEMCO ADHESIVE P5101 NON-SAG
TYPICAL USES AND CHARACTERISTICS:  PEMCO ADHESIVE P5101 NON-SAG is a 100% solids (zero V.O.C.), one component, moisture cure, polyurethane adhesive developed and manufactured by Alpha Systems.  Since P5101 NON-SAG is supplied in 10.5 oz. tubes, vertical application is possible at any location in the plant.  While curing, P5101 Non-Sag expands thus creating unmatched gap-filling properties not found in other adhesives.

Pemco P5101 Non-Sag was used for the evaluation of sheathing materials on a standard wood frame as described in ASTM E 72-80, Section 14 Racking Load.  A shear design, per the Manufactured Home Construction and Safety Standards, of 380 PLF can be obtained from a two-sided shear wall constructed with Pemco P5100 (front panel) and a 1/8" bead of P5101 Non-Sag (back panel).  This wall was constructed using a 2 X 3 STUD grade S.P.F. top plate and a 1 X 3 UTILITY grade S.P.F. bottom plate.  The studs were 24 inches on center with 2 X 3 STUD grade S.P.F. at 48" o.c. at panel edges and 1 X 3 UTILITY grade S.P.F. studs at 48" o.c. at the intermediate panel spacings. Please reference test report:  NTA961029-1.

Other frame construction test results are available. 

During the "open time", 5 minutes are available to position the required drywall panels or floor decking before fastening as required.  The fastened panels can be handled immediately.     

TYPE:  Urethane







COLOR:  Brown 



MDI RELEASE (V.O.C.):  0.000000000457 lbs/gal


SOLIDS:  100%



NET WEIGHT:  9.4 lbs/ gal





SHELF LIFE:  6 months

VISCOSITY: Gunnable

APPLICATION TEMPERATURE: 40oF to 115oF (Curing time will vary with temperature and humidity.)

STORAGE TEMPERATURE: 50oF to 115oF.  (Viscosity increases substantially below 60oF.)

CURING CHARACTERISTICS (75F & 50% RH):


-  6 to 8 minutes open time.


-  Handling of "fastened" walls is acceptable at any time.


-  45 minutes set-up time.
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