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Technical Data Sheet

ALPHA TPO ADHESIVE 8100
TYPICAL USES AND CHARACTERISTICS:  ALPHA ADHESIVE 8100 was developed specifically for adhering felt-backed TPO to OSB for RV roof decking. It is an environmentally safe and friendly adhesive. ALPHA 8100 performs extremely well in a temperature range of -40 to 200 F and has excellent water and UV resistance.  This adhesive finds a wide variety of applications where porous substrates are bonded such as wood to wood or carpet to wood, etc.

APPLICATION:  ALPHA ADHESIVE 8100 may be applied with brush, roller or by spray method.  Surface should be free of dirt, oil, or other contaminants.  Apply a coat of adhesive to one surface (6-8 mils thick).  Mate the two surfaces as soon as possible (approx. open time, 15 minutes).  Apply moderate pressure to make intimate contact.  Pressure may be applied using a clean dry roller.  ALPHA ADHESIVE 8100 may also be used for bonding a variety of other porous substrates.

TYPE:  Synthetic copolymer

SOLVENT:  Water

COLOR:  White

COVERAGE: 228 sq.ft. per gallon @ 7 mils

NET WEIGHT:  9.0 #/gal

SOLIDS:  54 - 58%

VISCOSITY: 10,000 – 15,000 Cps.

V.O.C. CONTENT:  0.01 LBS/GAL

CAUTION:  DO NOT FREEZE

** Open time and set time may vary with environmental conditions
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